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Containment Boom Reels with
Hydraulic Drive
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The practical way to store, deploy and recover
containment booms, the boom reel is available
in 4 standard sizes and is normally used to hold
Fence or Curtain booms. The fully galvanised frame
has built-in fork pockets to make movement and
stowage as practical as possible while the actual
reel has a paint finish (standard colour white)
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Length 3m 3.5m am 4.5m
Overall dimensions (mm) | L 3350 (+200)° |L 3850 (+200)° |L 4350 (+200)° |L 4850 (+200)*
W 2400 W 2400 W 2400 W 2400
H 2580 H 2580 H 2580 H 2580
Spool dimensions (mm) | L 3000 L 3500 L 4000 L 4500
22400 22400 22400 22400
Weight (Empty) 610 kg 740 kg 870 kg 1000 kg
Storage capacity FB450: B0Om | FB450: 900m | FBA450: 1000m | FB450: 1150m
with fence boom FB650: 500m _ |FB650: 600m | FBES0: 700m | FBES0: 800m

#200mm added to the overall length for the hydraulic power unit footprint
Control: 3 position handle - 2 rotational directions & 1 stop position

Speed: O to 12rpm rotational speed - controlled through variable hydraulic motor flow
Material: Frame - galvanized steel & the spool painted RAL 9002

Handiing: Forkift pockets built into the chassis

Option: Stand-alone power pack to run the hydraulic motor (contact us for details)





